
THE CHARGING BLOCK/REPEATER AND PROBE(S) MUST BE PAIRED WITH THE FREE MEATER APP TO WORK.

COOKING WITH YOUR 
MEATER Pro DUO

USER MANUAL 

MEATER Pro DUO

Charger Battery Type

Charger Battery Nominal Voltage

Charger Battery Size

Charger Battery Quantity

Charger Model Number

Probe Model Number

Probe Battery Nominal Voltage

Probe Capacity

Operating Frequency

WLAN Frequency

Importer Name & Address

Lithium

3.7V

14 x 50mm (AA) Per cell

1

MT-DU201

MT-PR21 - MT-PR22

2.4V

3mAh

2402 - 2480 MHz

2412 - 2462 MHz

MEATER HQ,
533 South 400 West. 

Salt Lake City, UT 84101

Apption Labs
66 Commercial Square,

Leicester, LE2 7SR, UK

READ ALL INSTRUCTIONS BEFORE USING

GETTING STARTED

GENERAL INFORMATION

IMPORTANT SAFTEY INFORMATION

1. Remove all packaging materials and check to ensure all parts are accounted for.

2. Carefully wipe the probe(s) down with a damp cloth to remove any packing debris.

3. Charge the Block/Repeater. Plug the smaller end of the USB-C cord (included) into 
 the charging port on the Block/Repeater. Plug the other end of the USB-C charger, 
 such as a wall charger (not included). 

4. Before starting the pairing process to the App, make sure that the MEATER Pro Duo 
 has been charging for at least 30 minutes. This is to prevent issues during pairing like 
 disconnections or the device not pairing properly.

5. While the Pro Duo is charging, download the free MEATER App from the App Store 
 or Google Play (if you don’t already have it).

1. Ensure the block/repeater is charged and turned on. 

2. Download/open the MEATER App.

3. Go into the App and tap “Add Devices”

▪ If you already have a MEATER paired, tap the three dots in the top-right corner of the home screen. 
From the drop-down menu, select “Add Device”. If the app doesn’t automatically prompt you to add a device, 
manually tap the “+Add Device” button.

If other MEATER devices are not in range, it will bypass the device selection screen and proceed directly
 to the next step.

4. Accept Safety Agreement and Review Educational Content

▪ You will be prompted to accept the Safety Agreement before continuing. Once accepted, the app will 
display a few educational screens explaining temperature sensors and device charging.

5. Prepare the Unit for Pairing

▪ Once you reach the “Pairing Screen”, you will need to prepare the probes for pairing.
Remove the probes from the Charger.
Wait for the green light: the probes need to be within the range of the charger. Wait for the green light to blink. 
The blinking green light indicates that the probes are paired with the charger/block. Each light will correspond 
with the right or left probe, respectfully. Once the probes are ready, the app should display the
 “MEATER Pro Duo Found” screen.

6. Connect Unit to Wi-Fi

▪ Now the app will prompt you to connect your MEATER Pro Duo to your Wi-Fi network. *Note: The Pro Duo 
does not offer Bluetooth capabilities.

7. Update Firmware, If Needed

▪ If a firmware update is available, the app will prompt you to process an update. 
LED Behavior: Both LED lights will blink red when a firmware update is in progress. Proceed with the update, 
running the latest version helps avoid issues during setup or in the future.

8. Start Cooking!

Once all the setups are complete, you will be taken to the cook dashboard. From here, you can begin using your
MEATER Pro Duo to start cooking.

▪ Place block/repeater near cooking device 

Take the stress out of cooking dinners and holiday hosting with MEATER Pro Duo,
the smart wireless meat thermometer designed for perfectly cooked results. With 
two probes, you can monitor turkey breast and leg at the same time—or serve up 
multiple proteins to different doneness levels for every guest’s preference. 
For best results, follow these steps:

SUPPORT

https://support.meater.com/hc/en-us 

CONTACT US

US & Canada: 1-888-407-0303

6:00 am - 10:00 pm MST


